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Safety Warning, Terms and Conditions:

Each FRod Double kit has been designed, manufactured, and tested to function with a standard Benjamin
Marauder air pistol.Warning! Make sure airgun is fully degassed before attemptingsiembly or installation.

As Airgun Lab, LLC, cannot supervise the installation or usage of the kit, it can make no warranties other than
material and workmanship.

Warranty and Limitations of Liability

Airgun Lab, LLC, warrants the kit against defects in material and workmdosBipdays. If you are not satisfied
with the kit, pending prior approval, it may be returned at your own shipping expense within 30 days for a full
refund. In no event will Airgun Lab, LLC, be liable for any damages, whether direct, indirect, incidental
consequential, arising out of the use or inability to use the kit. Purchasing the kit implies agreement with these
terms.

IMPORTANTPCP Assembly SkilRequiredfor Proper Installation of the Kit

For the best results, installation of this kit shdwnly be performed by someoneith experiencevorking onPCP
airguns Attention to detail is vital. Experience with using Teflon tapémi pressurehreaded fittings, and
understanding thenstallation,fit, feel, and lubrication of @ings is imporant. Improper installation can damage
parts and result in a failed installatiollthough most installations are troubfeee, occasionally leaks may occur
and troubleshooting will be needed. A trouble shooting guide can be found at the end of thesetings.

The Standard Kit

Air tube (chrome moly standard,

Rear plug Fore grip screw aluminum optional)

The Alrgun Lab, LLC
Spare O-rings and Lube for P-Rod
Double Kit with Aluminum Tube
Cty 2 size 011 duro 90 for transter ftling
ity 2 waw 017 duro 90 for end plugs
Qty 2 siam 113 duro 70 o 90 for pressure
P wide the P-1od av wite. The
117 s mary not ba needed See nstruchons
Dow Coming 111 Valve Lube & Seslant

s

Air transfer fitting with Front plug & ' '
ront piug & new Standard floating barrel

securing screw Spare erings gage adapter

band (3different clamping
bands are optional)

Theitems shown arencluded in the base pricedockwise from the top:

the chrome molyair tubed Mé RA L YS (G SN Ey & n ¢ b with Eedr plug@rd dode
grip screw installepthe standard floating barrel banthe front pressure gauge adaptehe
spare oerings and lubgthe air transfer fitting and its securing screw.
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The kve Barrel Band Choices

Bands, from the left:standard floating (included in the kit at notex cost), Optionaplain

clamping band Optional clamping band with Picatinny rail on the botto®@ptional clamping
bandsightblade Optional clamping band modified for TKO moderator.

The TKO moderator will work with the full floating bandsasWith a minor modification,

available from the Airgun Lab, any of the clamping barrel bands can be modified to fit the TKO.
There is an additional charge for each of tistamping bands andfor the TKO modificatian
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Placemenof the Standard Floating Barrel Band

floating band can be

——> shifted alonghe length

www.airgunlab.com

—

Above, is a@mpleted nstallation with thestandardfloating barrel band and the optional black

foregrip. Thefloating band may be positioned gwhere along the front end of the tubes
indicated by the red arrow

Placemenbf All Optional Clampin@arrel Band

All of the clamping style bands must be

3

www.airgunlab.com

Above, is a completed installation, withgoptional unfinished poplaforegrip, stained and
varnishedoy the customer This pistol has theptional clamping barrel band with front sight
blade. All of the clamping bands must be positioned tightly ag#émesfront end of the fill
adapter as showby the red line and arrow.

IMPORTANT The position of the clamping style of bands cannot be shifted along the length of
the tubes.
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Foregrips; requiredoption

The foregrips are an integral structural elementinthB&5 2 dz6 t S | aaSYof & @ ¢ K¢
hole through the middle, and the special contouring to fit the main tube of the gun, and to fit

the front of the pistol grip assembly, all helpgafelysecure and stabilize the gun and tubes.

This picture shows the spietfit of the new foregrip.

Below, are some foregrips that are available from the Airgun Lakil&bility is variable.
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Tactical Look optional

Here is a picture ahe P-Rod with theP-Rod uble kitandthe optionalRAladjustable
adapter for an AR buttstock

This is the same, with the folding hinge installed and tieol folded to anore compact size.
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TKO Moderator
Optional (must be purchased an instadléy the buyer.)

Here is a picture dhe P-Rod with theTKO moderator installed.

www.airgunlab.com

P-Rod Double with clamping
barrel band and TKO

The barrel band needs to be modified for installation of the TKO. That service is offefied by
Airgun Lab.

www.airgunlab.com

Barrel band has been
modified and a small
bevel has been filed
on the TKO to
accomodate its fit

onto the P-Rod Double
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Tools and materials

O-ring reference guide two complete sets of @ings are included in the kit.
One set is installed, artie other is packed in a plastic bag.

Transferfitting (qty 2) Metric size 2 X 7duro 70
A (nominal7mml.D. x11mmO.D. XXmm cross section)

Aoy2YAYltf oHTpé LP50 E dnooé hd5d E o

o End plugs for aluminum tubgty 2) sizel14 duro 70 or90

A (nominal5/8 1.D. x 13/16 O.D. 3/32 cross section)
0 End plugs for chrome moly tul§gty 2) size115 duro 70 or90
A (nominal11/161.D. x 7/8 O.D. 8/32 cross section)
o0 Pressure gauge adapter inside main tyqey 2) size 113 duro 70 or 90
A (nominal 9/16 I.D. x 3/4 O.D. x 3/32 cross section)
Note- these arings are in the bag ansould only be used to cura leak
inside the main tube of the pistol. Theyightbe needed
o Trim oring for the front plug of the new air tube (qty 1) size 15 duro 70
A (nominal 11/16 1.D. x 7/8 O.D. x 3/32 cross section)

0 Oringsiliconegrease¢ not included in the kitCAUTIONUSE ONLY Silicone
grease or silicone-gng lube. DO NOT use a petroleum based grease because it
is combustible and could cause explosion.

o Teflon pipe joint tapenot included in the kit Available in the plumbing

department of any hardware or home improvement store.

o

Tools
| R2dzadl o0t S GNBYOK 6y 2Nl wmnév (2 FAG GKS LN
p kK Mot 8mmopen end wrenchfor tightening the air transfer fittingDO NOT usan
adjustablewrench(Cresent wrench) because itigo wide andwill damage the fitting
p kK prélémmopen end wrencho hold the new tube front pluganadjustablewrench
is too wide andvill NOT work)
MKY £ | f(8)key fohgwllB2 button head screws.
pkcné | £ {h&ykeyfdiBet/sCréws in the bottom of the barrel bands.
Tkené ! f£fSy gNBYOK o6KSE (Se0 F2N a2018idG KS
calipers or precision metat scalefor measuring transfer fitting height.
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Installation instructions

WARNING; ALL HIGH PRESSURE AIR MUST BE REMOVED FROM THE AIR GUN
BEFORE ATTEMPTING THE INSTALLATION. FAILURE TO DO SO COULD RESULT
SERIOUS INJURY OR DEATH.

IMPORTANT IF YOU ARE NOT CAIDENT IN YOUR ABILITY TO SAFELY INSTALL
THIS KIT, CONTACT THE AIRGUN LAB TO ARRANGGRAHBHRD

INSTALLATION.

1) Degas the air gun to remove all high pressure air.

X
e 10t

3) Remove the barrel ban@he barrel band will not be reused.



